
10 N Advantage™ Pneumatic Grips

The MTS 2 lbf. (10 N) Pneumatic Grips are
designed for low force tensile applications
and work particularly well on thin speci-
mens with low breaking strengths like the
gold wire in electronics, tungsten wire,
thermocouples, gels and plastic films.

Features include minimal side load, self
alignment and lightweight design. The
lightweight design lets you perform tests
with your low force load cell without
worrying about the grip weight taking up
too much of your load cell’s capacity. And,
self alignment, even when the grips are
fully actuated, saves you time and effort.

These grips feature faces that are both
dual acting and can swivel. With dual
action, both faces move simultaneously to
the centerline of the grip and eliminate
the bending strains on your specimen
that can invalidate your test results. The
ability to swivel lets these faces conform
to any variations in your specimen’s
geometry.

These pneumatic grips require an air
grip controller and an air grip supply 
to provide dry, filtered air. They are
designed to operate in temperatures of 
-40° F to 400°F (-40°C to 200°C). 

Features
No Side Loads
�Through design and machin-
ing to precise tolerances, side
loads are eliminated.

Eliminates Guesswork
�These grips are self aligning
even while actuated.

�Previous adjustments are not
lost when small changes in
alignment are required.

Constant Clamping Force
�A constant clamping force
protects your specimens from
damage during your tests.

Swivel Faces
�These grips can accommodate
varying specimen widths.

Convenience
�Pneumatic grips that offer you
enough room to manipulate
your specimens.
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